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SedimentWatch Sampling Details
Record the details of each sample collected.  Keep a copy for your records and fax/send to the Taroom Shire Landcare Group for analysis and entry in to the database.  Leave blank any details that weren’t measured.
Sample collection in Taroom

Andrea Beard ph: 0746274481

Help with Sampling & other information contact:

Roxane Blackley on 0428 779 138

Samples collected:   

Flow Rate:
Flow Stage:
(  Sediment or Nutrient (plastic)
(  Nil / NA
(  Ambient (background)
(  Pesticide (Glass only)

(  Rapid
(  Falling
(  Post flow
(  Filtered Nutrient (small plastic)
(  Slow
(  Rising
(  Pre flow
(  Peak

	Parameter
	Field Notes
	
	Other Observations / comments

	Gauge board level (or estimated water level
	Meters:
	
	

	Recent Rainfall
	
	
	

	Rainfall Details:
	
	
	

	Light conditions
	Good Poor Dark
	
	

	Field pH test strip
	
	
	

	Field Nitrate/Nitrite
	
	
	

	Electrical Conductivity (record which meter used)
	
	
	

	Total Dissolved Oxygen
	
	
	

	
	
	
	

	TURBIDITY DETERMINATION

	Stream  +   Clean Water
Water
	Turbidity Tube

NTU
	
	Stream Turbidity in NTU

	100% + 0 Cups gives
	
	
	x 1=
	

	If the stream turbidity is greater than 200NTU, dilute using the syringe and measuring cup

	25ml + ½ cup (125ml) gives
	
	
	x 6=
	

	         + 1 cup (250ml gives
	
	
	x 11=
	

	         + 1 ½ cup (375ml) gives     
	
	
	x 16=
	

	         + 2 cups (500ml) gives
	
	
	x 21=
	

	
	
	
	
	

	DATABASE DETAILS:

To be filled in by
	SAMPLE #
	BATCH #
	SAMPLE TYPE
	NOTES
	

	Landcare
	
	
	
	
	

	
	
	
	
	
	

	COLLECTION #
	
	
	
	
	

	
	
	
	
	
	


Site Name:








Site Code            _____    _____ --  _____   _____








Collected by:  …………………………………………………….








Date:	 	___  /   ___   /   ______








Time:		___  ___ :  ___  ___  AM / PM











